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E261W Portable Wireless Amplifier

B Preface

Dear Customer,

Thank you for purchasing our product. Read this manual thoroughly to use
the product properly.

If you have any questions or suggestions, please contact our local dealer.

B Features

« Portable wireless voice amplifier for teaching, tours, training, sales, etc.

+ 25W audio output with high-quality rare earth speaker - loud, clear sound.

« UHF wireless connectivity, operates up to 40m in unobstructed areas.

« 50 selectable frequency channels enable use of multiple amplifiers.

« Wireless headset and handheld mic options with automatic frequency pairing.
« Wireless audio playback - easily connect mobile devices, computers, tablets.

« Auxiliary audio input allows use as a portable speaker system.

« Built-in lithium-ion battery with Type-C charging, up to 12 hours runtime.

« Durable, well-engineered construction ensures reliable performance.

B Applications

Teaching, tour guiding, training, sales promotions, etc.
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B Package Contents

Handheld Version

1 X Voice Amplifier 1 X Voice Amplifier

1 X Wireless Handheld Mic 1 X Wireless Headset Mic
1 X Type-C Charging Cable 1 X Type-C Charging Cable
2 X AA Battery 1 X User Manual

1 X Anti-Roll Ring

1 X User Manual

B Specifications

Voice Amplifier

« Frequency Response: 80Hz - 18kHz

» Rated Power: 10W

« Peak Power: 25W

« Speaker Impedance: 4Q

» Frequency Range: 630-698MHz (segmented)
+ Channel Config: Single-channel

» Number of Channels: 50

+» Mute Control: Pilot Tone/Digital ID

« Battery Type: Lithium-ion

« Battery Spec: 7.4V/2600mAh

» Charging: DC 5V/1A

» Charging Time: Approx. 3 hours
 Runtime: Approx. 12 hours @60% volume
» Product Dimensions: 110 x 110 x 56.6mm
+ Net Weight: Approx. 410g
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Headset Microphone

« Transducer: Back Electret Condenser

« Polar Pattern: Unidirectional

« Frequency Response: 60Hz - 16kHz

« Sensitivity: -51 to -54dB (0dB=1V/Pa/m at 1kHz)
« Battery Type: Lithium-ion

« Battery Capacity: 3.7V/400mAh

« Charging: DC 5V/200mA

« Charging Time: Approx. 2 hours

« Runtime: Approx. 5 hours

+ Net Weight: Approx. 39g

Handheld Microphone

« Transducer: Dynamic

« Polar Pattern: Unidirectional

« Frequency Response: 60Hz - 16kHz

« Sensitivity: -55 = 3dB (0dB=1V/Pa/m at 1kHz)

+ Gain Adjustment: -18dB to 21dB

« Transmitter Power: <10mW

« Power Supply: 2 x AA Batteries

« Dimensions: @36.5mm x 245mm (Diameter x Length)
+ Net Weight: Approx. 237g

Note: The above data are measured by Takstar laboratory which has the final
interpretation right!
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B Function Descriptions
Voice Amplifier

@ 6

-

(D Power Button: Long press to turn the amplifier on or off. When powered on,
the indicator light will show a solid blue, indicating the amplifier is in working
status.

@ Indicator Light: Solid blue when sufficient battery. Solid red if low power.
Red blinking while charging; solid blue when fully charged. Alternating red
and blue while searching for pairing; solid blue after successful pairing.

(3 "M" Mode Switch Button: In power-on state, press to switch working
modes, accompanied by corresponding voice prompts.

@ Volume "+" Button: In normal working state, press to increase amplifier
volume.

(® Volume "-" Button: In normal working state, press to decrease amplifier
volume.

® MIC Input Jack: Insert a @3.5mm wired mic plug to enter wired vocal
amplification mode. Avoid pointing the mic's pickup side towards the
amplifier's speaker to prevent feedback.

@ AUX Input Jack: Connect via a @3.5mm audio cable to devices like mobile
phones, tablets, or MP3 players, allowing the amplifier to function as a
powered speaker.

Charging Port: Connect a Type-C charging cable to charge the amplifier.
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Headset Microphone

Headset microphone Display screen

(@ Power Switch: Toggle to "ON" to power on; "OFF" to power off.

(2 Charging Port: Insert Type-C cable here, connecting the other end to a USB
charger for charging.

(®"M" Channel Switch: Used for frequency pairing (see the "Pairing Method"
section).

(@ "+" Button: Press to increase mic volume; in pairing mode, press to switch
to the previous channel, long press for fast channel jump.

(® "-" Button: Press to decrease mic volume; in pairing mode, press to switch
to the next channel, long press for fast channel jump.

® Indicator Light: Off when powered off and not charging; solid blue when on;
solid blue when battery is sufficient; solid red when battery is low;

red blinking during charging, turns solid blue when fully charged.

@ LED Display: Shows current channel, mic volume, and power status.
Working Channel/Mic Volume: Displays current channel (01-50); shows
volume level (U1-U6) when volume buttons are pressed. Screen auto-off

®

after 10 seconds of inactivity.
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© Power Level Switch:

Low Power: Press "M" and "-" together; display shows "E0".
High Power: Press "M" and "+" together; display shows "E1".
Low power range: ~10m; high power range: ~40m.

Handheld Microphone

Handheld microphone Display screen

(D Power Button: Press to turn on; long press for 2 seconds to turn off. While
on, press repeatedly to toggle mute.

@ Display: Shows real-time info on working channel, mic volume, signal
strength, and battery level.

(3 "CH" Button: Used for frequency pairing (see the "Pairing Method"
section).

@ " A" Button: Press to increase mic volume; in pairing mode, press to
switch to the previous channel, long press for fast channel jump.

(® "V" Button: Press to decrease mic volume; in pairing mode, press to
switch to the next channel, long press for fast channel jump.

(® Battery Compartment: Insert two AA batteries in the correct orientation
as indicated. @
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(@ Battery Level: Display shows three bars to indicate battery level. If the
battery symbol blinks, replace the batteries promptly.

Signal Indicator: Disappears when the mic is muted; reappears when
unmuted.

(® Working Channel/Mic Volume: Defaults to current channel (CH01-CH50);
shows volume level (U01-U13) when adjusted.

Microphone Battery Installation

Turn the end cap counterclockwise to open battery compartment, insert two
AA batteries according to the marked polarity, ensuring they are not reversed,
and then reinstall the end cap clockwise to secure it.

B Operating Instructions

The product comes pre-paired from the factory, so the devices will
automatically connect when powered on, with no further pairing required.
However, if you encounter signal interference, you can re-pair the devices or
change the frequency channel using the following steps.
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Headset Microphone

1. Pairing Process

(@ Ensure the headset mic and amplifier are both powered off. Turn on the
headset mic power switch, then press and hold the "M" button for 3 seconds
until the display begins cycling. Immediately after, power on the amplifier.

Once the mic display stops cycling and shows a static channel number, and
you can hear sound when speaking into the mic, the pairing is successful. If
the amplifier is not powered on within 10 seconds, the pairing will fail.

@ If you do not hear sound when speaking into the headset mic, the pairing
was unsuccessful. Repeat the steps above to re-pair the devices.

2. Changing Frequency

(@ With the amplifier and headset mic successfully paired, briefly press the
"M" button on the headset to enter frequency adjustment mode. The channel
number on the display will begin flashing.

(@ Press the volume "+" or "-" buttons to cycle through the available
frequency channels. You can also press and hold to quickly scroll through
the channels.

(3 Press the "M" button again to confirm the selected frequency. If no button
is pressed for 3 seconds, the flashing will stop and the current frequency will
be set.

Handheld Microphone

1. Pairing Process

@ With the handheld mic and amplifier both powered off, first turn on the mic
power switch.

@ Unscrew the mic end cap, press and hold the "CH" button for 3 seconds
until the display shows a flashing "----". Immediately after, power on the
amplifier to initiate the pairing process. If the amplifier is not powered on
within 10 seconds, the pairing will fail.

®
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3 The pairing should complete within 5 seconds. When the mic display
changes from the flashing "----" to a static channel number (CHXX), and
sound is amplified when speaking into the mic, the pairing is successful.
@ If pairing fails, repeat the above steps to re-pair the devices.

2. Changing Frequency

(@ With the mic and amplifier successfully paired, press the mic "CH" button.
The channel display (CHXX) will begin flashing, indicating frequency
adjustment mode.

@ Within 8 seconds, press the "A" or "V" buttons to change the channel
number, then press "CH" to confirm the selection.

@ If no button is pressed within 8 seconds, the flashing will stop and the
current frequency will be set.

IIl. Wireless Playback Pairing

To pair the device with a smartphone or wireless playback device for the first
time, follow these steps:

1. Long press the power button to turn on the amplifier, then press the "M"
button to switch to wireless playback mode. The indicator light will flash red
and blue, indicating it is in pairing mode.

2. Go to your smartphone" s settings, enable wireless playback, and search
for "TAKSTAR E261W" to connect. You will hear a voice prompt confirming
the successful connection.

3. On subsequent power-ups, when selecting wireless playback mode, the
device will automatically reconnect to the last used playback device if
previously paired.

B Safety Instructions

To avoid electric shock, overheat, fire, radiation, explosion, mechanical risk
and injury or property loss due to improper use, please read and observe the

®

following items before use:
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1. Please check if the power of the connected equipment matches with that
of this product before operation. Adjust the volume to proper level during
operation. Do not operate at over-power or high-volume level for extended
time to avoid product malfunction.

2. If there is any abnormality during use (e.g., smoke, strange odor), please
kill the power switch and unplug from power source, then send the product
to the local after-sales service for repair.

3. Power adapter used, if any, should be approved by CCC certification or
similar standards and comply with the power supply requirements.

4. For products that require removable batteries, never use damaged batteries
with broken insulation materials. Do not attempt to charge non-rechargeable
batteries.

5. Dispose of used batteries in designated recycling bins. Do not use them as
toys or dispose of them directly, as it may pose safety hazards or harm the
environment.

6. When not using this product for more than a week, please remove the
batteries to prevent battery leakage and potential damage to the product.

7. Keep this product and its accessories in a dry and ventilated area. Do not
store in a humid or dusty area for extended time. Keep away from fire, rain,
liquid intrusion, bumping, throwing, vibrating, or from blocking any
ventilation openings, to prevent malfunction.

8. The product must, when installed on walls or ceilings, be fixed firmly in
place at adequate strength to prevent from falling.

9. Please abide by safety rules during operation. Do not use the product in
places prohibited by laws or regulations to avoid accident.

10. Do not disassemble or repair the product by yourself to avoid injury. If you
have any questions or require any services, please contact our local
after-sales service.

D
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B Label Meanings

This symbol indicates that this product should not be disposed of with

= YOUr household waste, according to the WEEE directive (2012/19/EU)
and your national law. This product should be handed over to an authorized
collection site for recycling waste electrical and electronic equipment (WEEE).
Improper handling of this type of waste could have a possible negative
impact on the environment and human health due to potentially hazardous
substances that are generally associated with WEEE. At the same time,
your cooperation in the correct disposal of this product will contribute to the
effective usage of natural resources. For more information about where you
can drop off your waste equipment for recycling, please contact your local
city office, waste authority, or your household waste disposal service.

B About This Manual

This manual contains up-to-date technical specifications as of printing.
However, specifications contained herein may not conform to your particular
product since Takstar is constantly improving its products. Also,
specifications, devices or accessories available may vary from region to
region. If you have any questions, please contact our local sales outlet.

For the latest version/more information, please visit our website:
https://www.takstar.com/

Copyright ©2024 TAKSTAR. TAKSTAR, 1$B+ and their respective logos are
registered trademarks or trademarks of Guangdong Takstar Electronic Co.,
Ltd. in the PRC, and/or other countries. All other trademarks are the
property of their respective owners.
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Designed & Manufactured by:

Guangdong Takstar Electronic Co., Ltd.
Address: No.2 Fu Kang Yi Rd., Longxi Boluo
Huizhou, Guangdong 516121 China

Tel: 86 752 6383644 Fax: 86 752 6383952
Email: sales@takstar.com
Website: www.takstar.com



