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MG-16DY Power Sequencer

Dear Customer,

Thanks for purchasing our product. Read this manual thoroughly for proper use.

If you have any questions or suggestions, please contact our local sales service.

Preface

For use in tourist attractions, schools, airports, large supermarkets, etc.

Application

Features

1 × Power Sequencer
1 × Power Cord
1 × User Manual

Package Contents
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• 1-second controllable output delay.

• 16 controllable channels + 2 pass-through channels (18 total).

• 16 controllable channels divided into 8 independent switches, max 30A per 
channel.

• Residual current protection switch for safety against short circuits, overloads, 
and leakage.

• One-button pass-through function for harsh environments.

• USB interface for LED lighting connection.

• LED indicators for each channel to show operational status.

• Real-time voltage display for monitoring device voltage.

• High-quality universal sockets ensure secure connections with various plugs.
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Specifications

Front Panel
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• Number of Channels: 16

• Number of Auxiliary Channels: 2

• Power Capacity per Channel: 220V/30A, 6600W/channel

• Sequencing Switch Time Interval: 1 second

• Indicator Lights: Power/Channel On

• Input/Output Sockets: Universal Connectors

• Power Supply: 220V/50Hz

• Dimensions: 482mm × 88mm × 210mm

• Weight: 4.28kg

• Warranty: 1 year

Note: The above data are measured by Takstar laboratory which has the final 
interpretation right!

① Mounting Holes                     

② Pass-through Power Output                   

③ Power Output Indicator Light 

④ USB 5V Output Port                                     

⑤ Pass-through Switch

⑥ Output Voltage 

⑦ Power Switch                        
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Rear Panel
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1. The power sequencer uses multi-purpose output sockets controlled by a micro-
computer, enabling independent sequential power output control.

2. When all power outputs are activated, you can use the Bypass Switch to instantly 
cut off all power outputs for emergency handling of equipment issues.

3. The front panel includes an auxiliary output socket for convenient maintenance or 
testing.

4. The unit features a digital voltage display to monitor voltage levels.

Operating Instructions

⑧ Power Output Sockets                                                  ⑨ AC Input Terminal                                      

                     CAUTION 
                     RISK OF ELECTRICSHOCK

                             DO NOT OPEN 

                         WARNING：TO REDUCE THE RISK OF FIRE OR 
                      ELECTRICAL SHOCK， DO NOT EXPOSE THIS 

EQUIPMENT TO RAIN OR MOISTURE
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Safety Precautions

⑧ Power Output Sockets                                                  ⑨ AC Input Terminal                                      CAUTION: HIGH-VOLTAGE AC 220V COMPONENTS INSIDE. DO NOT OPEN THE 
CASING. SEEK QUALIFIED TECHNICIANS FOR REPAIRS.

WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK HAZARD, DO NOT EXPOSE THIS 
PRODUCT TO RAIN OR MOISTURE.

Lightning symbol indicates potential danger and malfunction risk.

Exclamation mark warns of factors that may affect performance and 
cause injury.
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To avoid electric shock, overheat, fire, radiation, explosion, mechanical risk and 
injury or property loss due to improper use, please read and observe the following 
items before use:

1. Please check if the power of the connected equipment matches with that of this 
product before operation. Adjust the volume to proper level during operation. Do 
not operate at over-power or high-volume level for extended time to avoid product 
malfunction.

2. If there is any abnormality during use (e.g., smoke, strange odor), please kill the 
power switch and unplug from power source, then send the product to the local 
after-sales service for repair.

3. Power adapter used, if any, should be approved by CCC certification or similar 
standards and comply with the power supply requirements.

4. Keep this product and its accessories in a dry and ventilated area. Do not store in 
a humid or dusty area for extended time. Keep away from fire, rain, liquid intrusion, 
bumping, throwing, vibrating, or from blocking any ventilation openings, to 
prevent malfunction.

5. Please abide by safety rules during operation. Do not use the product in places 
prohibited by laws or regulations to avoid accident.

6. Do not disassemble or repair the product without authorization to avoid injury. If 
you have any questions or require any services, please contact our local after-sales 
service.

7. This product is intended for safe use at elevations below 2000 meters and in 
non-tropical climate conditions.

Safety Instructions
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Suitable only for use
in altitudes below 2000m

Suitable only for use
in non-tropical climates2000m
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